§174.106

§174.106 State casualty reporting sys-
tem optional sections.

In addition to the requirements in
§174.105, a State casualty reporting
system may contain any of the other
requirements applicable to a vessel
owner or operator prescribed in Part
173.

(46 U.S.C. 1451, 1467, 1488; 49 CFR 1.46 (n)(1))

[CGD 77-117, 44 FR 42195, July 19, 1979, as
amended by USCG-1999-5832, 64 FR 34715,
June 29, 1999]

§174.107 Contents of casualty or acci-
dent report form.

Each form for reporting a vessel cas-
ualty or accident must contain the in-
formation required in §173.57 of this
chapter.

Subpart D—State Reports

§174.121 Forwarding of casualty or ac-
cident reports.

Within 30 days of the receipt of a cas-
ualty or accident report, each State
that has an approved numbering sys-
tem must forward a copy of that report
to the Commandant (G-OCC), U.S.
Coast Guard, 2100 Second Street, SW.,
Washington, DC 20593-0001.

[USCG-1998-3799, 63 FR 35533, June 30, 1998]

§174.123 Annual report of numbered
vessels.

Before March 1 of each year, each
State that has an approved numbering
system must prepare and submit Coast
Guard Form CGHQ-3923, Report of Cer-
tificates of Number Issued to Boats, to
the Coast Guard.

§174.125 Coast Guard address.

The report required by §174.123 must
be sent to the Office of Boating Safety,
2100 Second Street SW., Washington,
DC 20593-0001.

[CGD 88-052, 53 FR 25122, July 1, 1988, as

amended by CGD 96-026, 61 FR 33669, June 28,
1996]
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Subpart A—General

§175.1 Applicability.

This part prescribes rules governing
the use of boats on waters subject to
the jurisdiction of the United States
and on the high seas beyond the terri-
torial seas for boats owned in the
United States except:

(a) Foreign boats temporarily using
waters subject to U.S. jurisdiction;

(b) Military or public boats of the
United States, except recreational-type
public vessels;

(c) A boat whose owner is a State or
subdivision thereof, which is used prin-
cipally for governmental purposes, and
which is clearly identifiable as such;

(d) Ship’s lifeboats.

(e) Seaplanes on the water.

[CGD 72-120R, 38 FR 8115, Mar. 28, 1973, as
amended by CGD 92-045, 58 FR 41607, Aug. 4,
1993]

§175.3 Definitions.

As used in this part:
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